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NOTES

BRACKET FOR ANGLED SIGN POST OR WALL (SEE SHALL BE
/4"x1"x6" LOW CARBON STEEL BENT @ CENTER TO EITHER 45° OR 90°
AS REQUIRED.

BRACKET FOR ANGLED SIGN GREATER THAN 12" IN WIDTH SHALL HAVE
A LENGTH OF AT LEAST 1/2 OF SIGN WIDTH PLUS THE 3" MOUNTING
LENGTH BENT AT EITHER 457 OR 90° AS REQUIRED. BRACKET SHALL BE
1/4"x1"x (REQUIRED LENGTH) LOW CARBON STEEL.

@BOLTS, HEX NUTS & LOCK WASHERS SHALL BE 5/16” x 1" OR
5/16” x 2—1/2 " STAINLESS STEEL. FLAT NYLON WASHERS SHALL BE
5/16" & USED ON SIGN FACE ONLY.

@ POLE STRAPPING SHALL BE 1/32"x3/4" STAINLESS STEEL WITH
STAINLESS STEEL CLIP; STAINLESS STEEL SIGN BRACKET; 5/16" x 3/4"
STAINLESS STEEL BOLT, HEXNUT & 5/16" FLAT NYLON WASHER WHICH
SHALL BE USED ON SIGN FACE ONLY.

ALL BRACKETS, ANCHORS BOLTS, HEX NUTS & WASHERS SHOWN_ARE
INCIDENTAL TO' THE BID ITEMS WHERE APPLICABL] POLE STRAPPING
& ACCESSORIES ARE A SEPARATE BID ITEM WHERE APPLICABLE.

SIGN SIZES SHOWN ARE TYPICAL & SHALL BE THE SIZE AS SHOWN IN
THE PLANS OR IN THE CITY STANDARD SIGN LISTING.

VERTICAL CLEARANCE FROM BOTTOM OF SIGN_TO GRADE LINE SHALL
BE A MINIMUM _OF 7° EXCEPT FOR LOW MOUNTED SIGNS (AS NOTED)
WHICH SHALL BE A MINIMUM OF 4.

HORIZONTA OF SIGN TQ, CURB_FACE SHALL BE
FROM XCEPT AS NOTED.

E
ANCE SOME SIGNS MAY

@GENERALLY ALL PARKING AND/OR LOADING RELATED SIGNS ARE MOUNTED
TH THE CURB. YPE_SIGNS ARE MOUNTED @ 90°
ANGLE WITH THE CURB. SEE THE PLANS FOR SPECIFIC SIGN ORIENTATION.

PAVEMENT MARKINGS & SIGNING (ES—6)

SIGN MOUNTING DETAIL
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